
600 TV lines camera

Features:

Image sensor: CMOS

TV system : Pal /Ntsc

Horizontal resolution: 600TVL

Picture Elements: NTSC:510*492(H),Pal:500*582(V)

S/N Ratio:>=45d

Usable illumination: 0.5Lux

Scanning system : NTSC:575lines, 60Field/S

Pal: 625Lines, 50Fied/S

Net Weight:13g

Cable length: 25cm

Size : 15mm*15mm*5mm

Connector: JST: suit for AOMWAY 5.8G 200MW mini Transmitter

Dupont: suit for the AOMWAY 5.8G 1w,500mw transmitter, Fatshark

transmitter, Immersion transmitter. No for the Boscam transmitter



Cable

Features:

Connector : SMA/ RP-SMA

Length: 9cm

Weight: 10g

Impedance:50ohm



5.8G 14dbi patch antenna

Features:

Connector : SMA/ RP-SMA

Weight: 46g

Size: 86*86*8mm.

Impedance:50ohm

Standing wave: <1.5

Gain: 14dbi

Angel: 37(H+V)

Polarization mode: Right Hand Circular

Colour : Blue/SMA connector, Green/ RP-SMA connector



5.8G 11db right hand polarized antenna

Features:

Net weight: 24g

Standing wave: 11db

Impedance:50ohm

Standing wave: <1.5

Angel：H 30 ; V30

Polarization mode: Right Hand Circular

Size : 107*40*40mm

Connector: SMA / RP-SMA

Button size: 35*35mm




